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Ordering notes
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Technical data

Item no. 20.011
Adjustable range
Hysteresis
Switching capacity DC up to 28 V
Switching capacity AC up to 250 V
Max. switching frequency
Protec  on class
Suitable media
Opera  ng temperature
Weight

Dimensions lectrical connec  on  changeo er contact

 

G1/4

9

42

81

 Ø 43

*

Setting screw
M3 DIN 914

1. Completely screw in with hex-wrench
2. Apply switching vacuum
3. Ease screw until contact toggles  

1

2

3Wiring

*
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Technical data

Item no. 20.002
Adjustable range
Hysteresis
Opera  ng pressure
Opera  ng principle NC

Repeat accuracy
Suitable media
Opera  ng temperature
Weight

Dimensions

60

6

2 - Ø 3

M
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*
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Technical data

Item no. 20.007
Adjustable range
Hysteresis
Analogue output
Switching logic
Response  me
Thermal error
O erpressure safety 3

Supply oltage
Current consump  on
Protec  on class
Suitable media
Opera  ng temperature
Weight
Electric connec  on
Suitable accessories

Dimensions

15

2
5

61,4
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Technical data
Item no. 20.040 20.041
Adjustable range
Hysteresis
Digital switching outputs PNP NPN

Response  me
Repeat accuracy
O erpressure safety
Supply oltage
Max. Current consump  on
Vacuum connec  on
Protec  on class
Suitable media
Opera  ng temperature
Weight

Dimensions Wiring diagrams

26

10
22

,5

8 mm

M5*0,8

Brown

Black

Blue

Switch
main
circuit

NPN

Red

DC(+)

RL
DC10.8 
~ 30V

OUT

DC(-)

PNP

Switch
main
circuit

Red

Brown

Black

Blue

DC(+)

RL

OUT

DC(-)

DC10.8 
~ 30V
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Technical data

Item no. 20.020
Measuring range
Digital switching outputs
Analogue output
Repeat accuracy
O erpressure safety 6

Supply oltage
Current consump  on
Maximum switching current
Electric connec  on
Protec  on class
Suitable media
Opera  ng temperature
Weight
Suitable accessories

Dimensions

 62
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Technical data
Item no. 20.021 20.022
Measuring range
Digital switching outputs
Repeat accuracy
O erpressure safety 6 6

Supply oltage
Current consump  on
Maximum switching current
Electric connec  on
Protec  on class
Suitable media

Opera  ng temperature
Weight
Suitable accessories

Dimensions

8
75,3

 M
8x

1

G
1/

8

SW16

 M
5

q
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8

30

M8x1
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5
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q

20.021 20.022
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Technical data

Item no. 20.035 20.036
Measuring range
Digital switching outputs
Analogue output
Repeat accuracy
O erpressure safety 3 3

Supply oltage
Current consump  on
Maximum switching current
Electric connec  on
Protec  on class
Suitable media
Opera  ng temperature
Weight
Suitable connector cable
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Wiring diagrams

DC(+) (Brown)

(Orange)

OUT 1 (Black)

OUT 2 (White)

DC(-) (Blue)

DC 
12-24V

RL

RLAnalogue Output

Sw
itc

h 
m

ai
n 

ci
rc

ui
t 1KΩ

20.036 (PNP)  20.035 (NPN)

Sw
itc

h 
m

ai
n 

ci
rc

ui
t 1KΩ

DC(+) (Brown)

(Orange)

OUT 1 (Black)

OUT 2(White)

DC(-) (Blue)

Analogue Output

RL

RL DC 
12-24V

Plug assignment

43

12
(1) Brown (+)
(2) White (OUT 2)
(3) Blue (-)
(4) Black (OUT 1)
(5) Orange (analogue OUT 1-5)

5

20.035 and 20.036

Panel instruc  ons

(   ) Button

Use the (   ) button to change
setting mode and pre-set
desired value.

(   ) Button

Use the (   ) button to change
setting mode and pre-set
desired value.

Switch (OUT 1) Switch (OUT 2)

(Green LED) (Red LED)

3 ½ digit LED-display Setting Button
Display the measured
vacuum value, each set
content and error code.

Change setting mode and
pre-set final desired value.

Dimensions

12,5 55

1/8“PT, M5
1/8“NPT, M5
G1/8“(BSPP), M5

25
M5

16,5
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Technical data

Item no. 20.026 20.027
Adjustable range
Hysteresis
Digital switching outputs
Switching logic
Repeat accuracy
Supply oltage
Current consump  on
Maximum switching current
Voltage at the output
EMI / EMC
Protec  on class
Suitable media
Opera  ng temperature
Electric connec  on
Suitable accessories

Dimensions

Ø
 1

6

10,5 21 6

45

G
1/

8

* Ø
 1

6

10,5 24,5

53

15

Ø
 6

20.026 20.027

*
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Technical data
Item no. 20.023
Measuring range
Digital switching outputs
Repeat accuracy
O erpressure safety
Supply oltage
Current consump  on
Maximum switching current
Electric connec  on
Protec  on class
Suitable media
Opera  ng temperature
Weight
Suitable accessories

Dimensions

 M8x1

 G
1/

8

Ø
 3

0

 33
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5z
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Technical data Dimensions

Item no. M
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G1 Ø
 A

B C

91.001
91.001-R
91.003 63

91.000
91.002 63 86

91.004
91.013 63 86

91.014 63 86

Dimensions

Ø A

 G
1

 B
Ø A

 G1

 B

 C

91.001  |  91.001-R  |  91.003  |  91.014 91.000  |  91.002  |  91.004  |  91.013
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Technical data

Item no. 91.012
Measuring range
O erpressure safety
Supply oltage
Current consump  on
Response  me
Insula  on resistance
Electric connec  on
Moun  ng posi  on
EMI / EMC
Opera  ng temperature
Weight
Suitable accessories

Dimensions

 M8x1

 G
1/

8

Ø
 3

0

 A
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7

z

z



 System monitoring 

Ordering notes

>

Technical data

Item no. Descrip  on Suitable for acuum / pressure switches
20.511
20.522
20.523

Dimensions

7,4
Ø 4,5

38
,5

5,
5

4437
7

7,
2

16

31

27
3,2

*

8

4

4

7
5

10

M3

19

18

5,
5

19

8,
5

28
M4

16

7,4

3,2

33
31

Ø 4,5

44

19

20.511 20.522  |  20.523
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Technical data

Item no. Descrip  on Suitable for acuum / pressure switches
20.514
20.515

Dimensions

42,5

37
22,5

17

54,5

27,5

R1,6

5

4,
5

7,
5 15

22
,5

1,5

32
,5

Ø
 3

,5
17

,5

1,
5

4,
5

R2

20.514

Ø 30

Ø 3

37

*

20.515

*
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Technical data

Item no. Suitable for acuum / pressure switches
20.520


